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CURB ROCK SOCKS
(MIN. OF 2) SEE ROCK SOCK

DETAIL FOR OVERLAP
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INLET

CURB ROCK SOCKS UPSTREAM OF INLET PROTECTION

INSTALLATION NOTES MAINTENANCE NOTES
1. SEE ROCK SOCK DETAIL FOR INSTALLATION 1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
REQUIREMENTS. NECESSARY TO MAINTAIN CONTROL MEASURES IN EFFECTIVE
2. PLACEMENT OF THE ROCK SOCK SHALL BE OPERATING CONDITION. INSPECTIONS AND CORRECTIVE
APPROXIMATELY 40 DEGREES FROM THE MEASURES SHOULD BE DOCUMENTED THOROUGHLY.
CURB. 2. ACCUMULATED SEDIMENT MUST BE REMOVED WHEN THE
3. ROCK SOCKS ARE TO BE FLUSH WITH THE HEIGHT REACHES % OF THE DESIGN DEPTH OF THE INLET
CURB AND SPACED A MINIMUM OF 5’ APART. BARRIER.
4. AT LEAST TWO CURB ROCK SOCKS IN SERIES 3. ROCK SOCKS MUST REMAIN UNTIL THE UPSTREAM
ARE REQUIRED UPSTREAM OF ON—GRADIENT DISTURBANCE AREA IS STABILIZED.
INLETS. 4. PERMANENTLY STABILIZE AREA BEHIND INLET AFTER ROCK
5. ADDITIONAL ROCK SOCKS MAY BE REQUIRED SOCKS ARE REMOVED WHEN REMOVAL IS APPROPRIATE.

AT GEC INSPECTOR'S DISCRETION.
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ROCK SOCK SUMP INLET PROTECTION PLAN

ROCK SOCK

AT

SUMP

SECTION A-A'

INSTALLATION NOTES

1. SEE ROCK SOCK DETAIL FOR INSTALLATION
REQUIREMENTS.

2. SEDIMENT CONTROL LOGS MAY BE USED IN
PLACE OF ROCK SOCKS IN PERVIOUS AREAS.
INSTALL PER SEDIMENT CONTROL LOG DETAIL

3. CONTROL MEASURES MUST BE WRAPPED
AROUND INLET AS TIGHTLY AS POSSIBLE.

MAINTENANCE NOTE

1.

N

FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN EFFECTIVE
OPERATING CONDITION. INSPECTIONS AND CORRECTIVE
MEASURES SHOULD BE DOCUMENTED THOROUGHLY.
ACCUMULATED SEDIMENT MUST BE REMOVED WHEN THE
HEIGHT REACHES % OF THE DESIGN DEPTH OF THE INLET
BARRIER.

ROCK SOCKS MUST REMAIN UNTIL THE UPSTREAM
DISTURBANCE AREA IS STABILIZED.

PERMANENTLY STABILIZE AREA AROUND INLET AFTER ROCK
SOCKS ARE REMOVED WHEN REMOVAL IS APPROPRIATE.

SUMP INLET PROTECTION
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SECTION A-A'

INSTALLATION NOTES

1
2.

SEE SILT FENCE DETAIL FOR INSTALLATION
REQUIREMENTS.

POSTS SHALL BE PLACED AT EACH
CORNER OF THE INLET AND AROUND THE
EDGES AT A MAXIMUM SPACING OF THREE
FEET:

SILT FENCE FABRIC SHOULD HAVE A FLOW
RATE IN EXCESS OF 30 GALLONS PER
MINUTE PER SQUARE YARD SO AS TO
ALLOW SOME WATER FLOW AND NOT DAM
THE WATER. STANDARD, LOW-FLOW SILT
FENCE FABRIC WILL NOT BE ALLOWED.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN EFFECTIVE

INSPECTIONS AND CORRECTIVE
MEASURES SHOULD BE DOCUMENTED THOROUGHLY.

2. ACCUMULATED SEDIMENT MUST BE REMOVED WHEN THE
HEIGHT REACHES J, OF THE DESIGN DEPTH OF THE INLET

OPERATING CONDITION.

BARRIER.

“

SILT FENCE MUST REMAIN UNTIL THE UPSTREAM

DISTURBANCE AREA IS STABILIZED.

B

PERMANENTLY STABILIZE AREA AROUND INLET AFTER SILT

FENCE IS REMOVED WHEN REMOVAL IS APPROPRIATE.
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SECTION A-A'

INSTALLATION NOTES

1.

BALES SHALL BE PLACED IN A SINGLE ROW 1.

MAINTENANCE NOTES

AROUND THE INLET WITH THE ENDS OF THE
BALES TIGHTLY ABUTTING ONE ANOTHER.
STRAW BALES SHALL CONSIST OF CERTIFIED
WEED FREE STRAW OR HAY. LOCAL

JURISDICTIONS MAY REQUIRE PROOF THAT 2:

BALES ARE WEED FREE.
STRAW BALES SHALL CONSIST OF

APPROXIMATELY 5 CUBIC FEET OF STRAW OR 3.

HAY AND WEIGH NOT LESS THAN 35 POUNDS.
STRAW BALE DIMENSIONS SHALL BE

APPROXI

MATELY 36”x18"x18".

A UNIFORM ANCHOR TRENCH SHALL BE

EXCAVATED TO A DEPTH OF 4”. STRAW BALES 5.

SHALL BE PACED SO THAT THE BINDING TWINE
IS ENCOMPASSING THE VERTICAL SIDES OF THE

BALE(S).

TWO (2) WOODEN STAKES SHALL BE USED TO
HOLD EACH BALE IN PLACE. WOODEN STAKED
SHALL BE 2"x2"x24 (MIN.)". WOODEN STAKES
SHALL BE DRIVEN A MINIMUM OF 6" INTO THE

GROUND.

FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

ACCUMULATED SEDIMENT MUST BE REMOVED WHEN THE
HEIGHT REACHES )% OF THE DESIGN DEPTH OF THE INLET
BARRIER.

STRAW BALES MUST REMAIN UNTIL THE UPSTREAM
DISTURBANCE AREA IS STABILIZED.

PERMANENTLY STABILIZE AREA AROUND INLET AFTER
STRAW BALES ARE REMOVED WHEN REMOVAL IS
APPROPRIATE.

STRAW BALES SHALL BE REPLACED IF THEY BECOME
HEAVILY SOILED, ROTTEN OR DAMAGED BEYOND REPAIR.

R

STORMWATER

SUMP INLET PROTECTION
ENTERPRISE A

‘ APPROVED: b
/{V SWENT M@ 3

|SSUED: REVISED: DRAWING NO.
10/7/19 8/19/2020 900-1P—4




